
JP200MC

Type Dual mono line/MM/MC preamplifier
with separated power supply

Gain 25dB(line)/59dB(MM)/66dB(MC)@1KHz
Input 4 line, 1 MM, 1 MC, 1 tape monitor
Bandwidth @3dB 20Hz  50 (line) RIAA (phono)
Input impedance 100KΩ Line / 47.8KΩ MM / 100Ω MC
Input sensitivity MM 1.8mV / MC 200µV / Line 120 mV
Number of block 4
Tubes 6 x ECC83, 2 x 6922

Power supply 2 x EF86, 2 x EL84
Dimensions 43 x 34.5 x 17.5 cm
Weight 60 Kg
Consumption 74 W

Built with 4 line, 1 MM and 1 MC input the JP200MC will allow
you to connect all the analog sources you migh want to use. The
phono stage will accept any cartriges even the ones with a very
low impedance. Moreover this is a 4 blocks unit, with
separatedand over sized power supply and a switch that allows
the user to switch the phase to his convenience. The JP200MC
include all the ingredients that make an exceptionaly great
sounding preamplifier.

The JA200MC is the most advanced line/MM/MC preamplifier
currently produced by Jadis. The sound of this preamp is so liquid
and natural with a sense of ease that just cannot be described.




